REDUCTORES DE VELOCIDAD NORMALIZADOS SERIE STANDAREX TIPO H4H
R4 -1001-2E Relaciones de 100 a 500 Carter de H.® Fdo. 6 Acero Soldado
GEAR UNITS STANDARD SERIES STANDAREX TYPE H4H
Ratios of 100 to 500 Cast Iron or Welded Steel
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Dimensiones aproximadas / Dimensions and Weights are for reference only
EJES / SHAFTS ANCLAJE y BASE / BASE CARCASA/GENERAL DIMENSI
TIPO elsle y / SA/G L DIMENSIONS Kgs.
TYPES | Hrfhufhu ) py |y | €| D2| Le |E2| F i |Ce|CofCa|K [Gi|Ge|U|S|T|H|M|N
H4H-160 352/ 180|104] 18 | 30 |210| 80|160(330| 20 [280|660| 70| 95| 25 | 710| 250| 22 | 220|490|390 | 245| 775 210
H4H-180 395/200|117| 20 | 36 | 240| 90|170 (360 24 |320(720| 80| 110| 30 | 780|280| 25 | 240|540 |440 | 265| 835| 290
H4H-200 440| 225(130| 22 | 40 | 260| 100|210 [410 | 24 | 355|805| 95 |125| 30 |865|310| 25 | 260|605 [490 | 285| 920 360
H4H-225 497|250|145( 24 | 40 [280|110({210 [430| 27 [390|890|100 | 135| 35 | 960| 335| 30 | 285|675 (540 [310(1015| 540
H4H-250 555|280(160( 28 | 50 [ 300| 120|210 [440| 27 |430| 980|105 [ 140| 35 |1050| 340| 30 | 300 750 {590 (325[1105| 650
H4H-280 620|315]|180| 32 | 60 | 330 130|250 |500| 30 | 470/1090|130 | 170| 40 [1170| 410| 35 | 340|830 |660 | 365|1225] 900
H4H-315 700[ 355(203| 38 | 70 |370| 140(250 (540 | 30 | 530(1225|160 | 200| 40 |{1305|470| 35 | 380|925|740 |410(1375| 1170
H4H-355 785[400(230| 45 | 90 |420| 160|300 (620 | 34 |600(1365[175 | 220| 45 [1455(520| 40 | 420/1035|810 | 450(1525| 1680
H4H-400 880[ 450|260| 50 [100 |480| 180(300 |650 [ 34 |680(1535|205 | 250| 45 (1625|580 40 | 4751150 (910 | 505(1695| 2410
H4H-450 990[500(290| 55 |110 |510| 200|350 [730 | 37 | 760{1720|220 | 270| 50 [1820| 630| 45 | 530{1290 1010 | 560(1890| 3180
H4H-500 |1105| 560(320( 60 (110 |530| 220|350 |760| 37 | 840|1920(230 | 280| 50 [2020| 650| 45 | 590 (1430 {1120 |620|2090( 3880

Shafts are providet for connetion with flexible couplings.

Los ejes estdn previstos para unién por platos de acoplamiento eldsticos.
For shaft arrangement and direction of rotation see sheet.

Para orientacién y sentido de ejes ver hoja tecnica N.2 CO - 2001 - 2
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REDUCTORES DE VELOCIDAD NORMALIZADOS SERIE STANDAREX TIPO H4H
R4-1001 -2 E Relaciones de 100 a 500 Carter de H.2 Fdo. 6 Acero Soldado
GEAR UNITS STANDARD SERIES STANDAREX TYPE H4H
Ratios of 100 to 500 Cast Iron or Welded Steel
SELECCION/SELECTION:
A) Calcular la potencia de seleccioén Ps = Pa x Fs PA = Potencia efectiva a transmitir en KW,
Calculate selection power Ps = Pa x Fs Pa = Actual Power in KW.

Fs = Factor de servicio s/. tabla CO - 1001 -2 E
Fs = Service Factor - Table CO - 1001 -2 E

Elijase el aparato cuya potencia admisible (Pc) indicado en la tabla @ sea igual 6 superior a Ps.
Choose the device which admissible power (Pc) indicate in the table @ is equal or high to Ps.

B) Determinacién tipo de engrase.
Determine the lubrication method.

Barboteo/Splash Refrigerador ventilador/Built-in fan
8I Pa < Dt ver tabla () é Si Pa> Dt tabla (B »

Si PA < Dt table @ Barboteo reforzado/Spash with intemal St PasDr loble Serpentin/Serpentine
Inyeccion/Spray Ventilador + Serpentin/Fan + Serpentine

Los valores de la tabla son para temperatura ambiente de 20° C.
The valvue of table for average ambient temperature of 20° C.

@Potencia admisible en KW : Pc /  Power capacities or KW : Pc Ps#< Pt
Factor de Servicio =1 / Service Factor Factor = 1 Duracién tedrica = 100.000 horas / CT = 100.000 hours
R;ms v%ﬁd va;cgggd TIPOS | TYPES

. TR, . X 160 | 180 | 200 | 225 | 250 | 280 | 315 | 355 | 400 | 450 | 500

750 | 75 405| 590 | 840 | 118 | 165 | 23 32 47 65 96 | 130

100 |.1000 | 10 54 | 785 |11,20| 157 | 22 | 31 43 62 87 130 | 175

1500 | 15 81 | 11,75 | 1680 | 236 | 33 |47 65 93 131 190 | 265

1800 | 18 9.7 | 1420 |20 28 40 | 56 78 | 112 157 230 | 315

750 | 5,35 29 | 420 | 6 84 | 118 |17 23 33 47 68 94

1000 | 7,15 386| 560 | 8 11,3 | 158 | 22 31 45 62 91 | 125

140 4500 [10.7 58 | 840 |12 168 | 24 |33 | 46 | 66 | 93 | 135 | 190

1800 | 12,8 69 | 10 144 | 20 28 | 40 55 80 | 112 165 | 225

750 | 4,17 225| 327 | 47 6,6 92 |13 18 26 36 53 73

180 | 1000 | 556 3 437 | 63 87 | 123 |17 24 35 48 71 98

1500 | 8,3 45 | 650 | 93 | 131 | 183 | 26 36 52 72 106 | 145

1800 | 10 54 | 785 |[112 | 157 | 22 |31 43 62 87 130 | 175

750 | 3,33 18 | 261 | 373 | 53 74 103 | 143 [ 21 29 43 59

1000 | 4,45 24 | 350 | 5 7 98 [138 | 19 28 39 57 78

225 1500 | 6,67 36 | 524 | 750 | 105 | 147 |21 | 29 | 42 | 58 | 85| 117

1800 | 8 432 6,30 | 9 126 | 176 | 25 35 50 70 102 | 140

750 | 2,68 145] 210 | 3 4.2 59 | 83 | 115 | 17 23 35 47

ogo | 1000 | 3,57 193| 280 | 4 5,6 79 | 11,1 154 | 22 31 46 63

1500 | 5,36 290| 420 | 6 84 | 118 |17 23 34 47 68 94

1800 | 6,43 347| 505 | 7,2 10,1 | 14,2 | 20 28 40 56 82 | 115

750 [ 2,11 1,14 166 | 2,36 3,3 47 | 66 91 | 13 18,4 27 37

1000 | 2,82 152| 2,21 | 3,16 4.4 62| 88 | 122 | 175 | 25 36 50

855 500 | 4,23 228| 332 | 475 | 67| 93 |13 18 | 26 | a7 54 | 75

1800 | 5,07 2,74 4 5,7 8 11,2 | 16 22 32 44 65 89

750 | 1,67 090 131 | 187 | 26 37 ] 52 72 | 104 | 145 21 30

450 | 1000 [ 2,22 1,20| 1,74 | 25 35 49 | 69 96 | 138 | 20 28 39

1500 | 3,33 180 | 261 | 3,75 | 53 74 | 108 | 148 | 21 29 43 59

1800 | 4 2,16 3,15 | 450 | 63 88 | 124 | 17 25 35 51 70

750 [ 1,5 081 1,18 | 168 | 235 | 33 | 47 6,5 93 | 13 19 26

500 | 1000 | 2 108 157 | 225 | 315 | 44 | 6.2 86 | 124 | 175 26 35

1500 | 3 162 2,36 | 336 | 4,7 66 | 93 | 13 19 26 38 53

1800 | 3,6 195| 2,83 | 4,05 | 57 79 | 112 | 155 | 23 32 46 63
Potencias limites en KW (Disipacion térmica) Dr  Pa<Dr /  Power max. in KW. (Thermal capacity) Dr  Pa < Dr

Barboteo / Splash 38 46 59 72 89 110 | 140 | 175 | 220 | 275 | 330

fv‘f,’},‘,v,jg"(';'ggg g‘mﬁp‘m 66 | 75 | 90 | 100 | 140 | 175 | 220 | 275 | 340 | 430 | 535
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